Source Engineering Inc.

457YT PMDC Motors

Magnet (B#%%) : Ferrite Sk 4K

Insulation Class 48454 % 4 : B , F

Protection B # & 4% : No

Shaft OD HHHHE4E : 5~8mm

Bearing %47 : Ball/Sleeve

Winding £e4k 1% 4% -
1. Voltage TYERESEHE : 6 ~36VDC
2. Speed FEFHIESTHE : 2,000 ~ 8,000 RPM
3. Power fHIZIEBHE : <30W

®  Motor Specifications ( BiA4FE )

Rated No Load Rated (% ) Motor
Model Voltage | Speed | Current | Speed Current Torque Power Eff. Length
Vdc RPM Amp RPM Amp 0z-in mNm W % mm
45ZYT067-12-35 12 3500 0.2 3000 22 6.6 46.6 15 55.5 67
45ZYT067-24-35 24 3500 0.15 3000 1.8 1.2 79.1 25 57.5 67
452YT067-24-40 24 4000 0.25 3200 2.1 125 88.3 30 58.7 67
457YT078-12-35 12 3500 0.25 3000 2.7 8 56.5 18 54.8 78
457YT078-24-36 24 3600 0.2 3100 2 12 84.7 28 57.3 78
45ZYT078-24-40 24 4000 0.3 3300 23 13 91.8 32 575 78

® Motor Dimensions ( SMERTHE )
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