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20.4mm PMDC Motors
�z�� Typical Applications:

�„ �� Precision Instruments
�„ �� Office Automation Equipments
�„ �� Automotive Products
�„ �� Household Appliances

�z�� Motor Specifications�ä lû bME�2¶�å

Voltage No Load At Maximum Efficiency Stall

RangeNominalSpeedCurrentSpeedCurrent Torque Output Torque Current
Brush
Type LengthMODEL


_ 	Ë
Vdc Vdc r / min A r / min A g*cm mN*m W g*cm mN*m A M/C mm

WFF-130SH-2680 1.0~1.5 1.2V 7400 0.21 5800 0.81 7.5 0.74 0.45 38 3.72 3.10 Metal 25.1

6V 4800 0.030 3800 0.12 8.5 0.83 0.33 44 4.31 0.46 Metal 25.1
WFF-130SH-11340 3~12

9V 7300 0.035 5900 0.15 12 1.18 0.73 67 6.57 0.68 Metal 25.1

3V 3600 0.035 2900 0.12 6.0 0.59 0.18 36 3.53 0.53 Metal 25.1
WFF-130SH-14230 2~8

5V 6000 0.045 4900 0.20 11 1.08 0.55 60 5.88 0.90 Metal 25.1

WFF-180PH-2852 1~3 2.4V 8300 0.16 6900 0.86 18 1.76 1.27 116 11.4 4.57 Metal 32.1

WFF-180PH-4022 1.0~1.5 1.2V 9400 0.40 8000 1.80 15 1.47 1.23 107 10.5 9.90 Metal 32.1

WFF-180PH-2657 1~3 2.4V 7700 0.13 6400 0.70 15 1.47 0.98 107 10.5 3.80 Metal 32.1

WFF-180PH-10320 6~12 12V 6500 0.028 5300 0.12 7.5 0.74 0.41 82 8.04 0.52 Metal 32.1

WFF-180PH-4026 1.0~1.5 1.2V 8300 0.30 6900 1.60 15 1.47 1.06 106 10.4 8.55 Metal 32.1

WFF-180PH-14210 3.0~7.2 4.5V 3700 0.025 3200 0.10 7.0 0.69 0.23 63 6.17 0.63 Metal 32.1

WFK-130SZ-2190 6~12 12.0V 36000 0.30 29900 1.59 37 3.63 11.85 240 23.52 9.10 Carbon 25.1

WFK-130SH-09490 6~18 12.0V 9000 0.034 6900 0.12 8.5 0.83 0.60 40 3.92 0.41 Carbon 25.1

WFK-130SH-09450 6~24 12.0V 7200 0.035 6100 0.11 10 0.98 0.63 60 5.88 0.47 Carbon 25.1

12.0V 4400 0.020 3800 0.07 10 0.98 0.39 67 6.57 0.32 Carbon 32.1
WFK-180SH-09450 12~24

24.0V 9200 0.025 7700 0.11 20 1.96 1.58 130 12.7 0.63 Carbon 32.1

WFK-180SH-17140 6~12 6.0V 7800 0.085 6400 0.39 21 2.06 1.38 115 11.3 1.75 Carbon 32.1
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