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24.2mm PMDC Motors

�z�� Typical Applications:
�„ �� Precision Instruments
�„ �� Office Automation Equipments

�z�� Motor Specifications�ä lû bME�2¶�å
Voltage No Load At Maximum Efficiency Stall

RangeNominalSpeedCurrentSpeed Current Torque Output Torque Current
Brush
Type LengthMODEL


_ 	Ë
Vdc Vdc r / min A r / min A g*cm mN*m W g*cm mN*m A M/C mm

WFF-260PA-07890 24~30 30V 6188 0.008 5286 0.047 18.4 1.80 1.04 126 12.3 0.28 Metal 26.9
WFF-260PA-24109 2.4~4.5 3.6V 6056 0.06 5262 0.416 20.0 1.96 1.13 152 14.9 2.77 Metal 26.9
WFF-260PA-4037 1.0~1.5 1.2V 6064 0.167 5211 1.02 15.6 1.53 0.87 111 10.9 6.2 Metal 26.9
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24.2mm PMDC Motors
�z�� Typical Applications:

�„ �� Precision Instruments
�„ �� Office Automation Equipments

�z�� Motor Specifications�ä lû bME�2¶�å
Voltage No Load At Maximum Efficiency Stall

RangeNominalSpeedCurrentSpeed Current Torque Output Torque Current
Brush
Type

LengthMODEL

_ 	Ë

Vdc Vdc r / min A r / min A g*cm mN*m W g*cm mN*m A M/C mm
WFC-280PT-20150 10~15 13.5V 12650 0.100 10737 0.55 45.5 4.459 5.01 300 29.4 3.08 Carbon 30.5
WFC-280SA-18165 10~15 12.0V 12400 0.10 10700 0.51 35 3.43 3.84 260 25.5 3.40 Carbon 30.5
WFC-280SA-16200 10~15 12.0V 10000 0.070 8800 0.31 25 2.45 2.26 220 21.6 2.15 Carbon 30.5
WFC-280SA-4523 1.2~1.51.25V 9100 0.60 7300 2.50 27 2.65 2.02 140 13.7 10.2 Carbon 30.5
WFC-280SD-13337 10~15 13.5V 6280 0.040 5188 0.180 29 2.84 1.54 165 16.17 0.85 Carbon 30.5
WFC-280SD-20150 10~15 13.5V 12650 0.103 10765 0.582 47.5 4.655 4.24 317 31.06 3.30 Carbon 30.5
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