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24.4mm PMDC Motors
�z�� Typical Applications:

�„ �� Precision Instruments
�„ �� Office Automation Equipments
�„ �� Automotive Products

�z�� Motor Specifications�ä lû bME�2¶�å

Voltage No Load At Maximum Efficiency Stall
RangeNominalSpeedCurrent SpeedCurrent Torque Output Torque Current

Brush
Type LengthMODEL


_ 	Ë
Vdc Vdc r / min A r / min A g*cm mN*m W g*cm mN*m A M/C mm

WRF-300CA-14270 0.5~4.0 1.9V 3500 0.032 2700 0.12 3.8 0.37 0.11 18 1.76 0.42 Metal 12.5
WRF-300CA-11440 0.7~5.0 2V 2200 0.018 1600 0.055 2.8 0.27 0.057 12 1.18 0.17 Metal 12.5
WRF-300CA-13300 1~3 2V 3300 0.025 2700 0.85 3.0 0.29 0.083 17 1.67 0.35 Metal 12.5
WRF-300CA-11400 1~3 3V 3000 0.015 2400 0.065 4.3 0.42 0.11 23 2.25 0.28 Metal 12.5
WRF-300CH-11400 1~3 3V 3000 0.015 2400 0.65 4.3 0.42 0.11 23 2.25 0.28 Metal 12.5
WRF-300CH-11440 0.7~5 2V 2200 0.015 1600 0.055 2.8 0.27 0.057 12 1.18 0.17 Metal 12.5
MR086DRAR001 1.0~6 3.0V 3100 0.019 2492 0.078 4.95 0.485 0.132 25.2 2.47 0.319 Metal 12.5

WRF-301PA-10400 3.0~6 6.0V 5073 0.013 3976 0.048 4.2 0.41 0.18 19 1.86 0.176 Metal 10.5
WRF-310TA-11400 1~6 2.5V 2800 0.017 2200 0.06 3.2 0.31 0.072 15 1.47 0.22 Metal 20.1
WRF-330T-11360 2~6 3.4V 3400 0.015 2700 0.066 4.3 0.42 0.12 23 2.25 0.29 Metal 20.1
WRF-330T-09500 2~8 4.5V 3300 0.010 2600 0.044 4.0 0.39 0.11 23 2.25 0.20 Metal 20.1
WRF-330T-13250 1.2~6.0 2.2V 3200 0.020 2500 0.080 4.0 0.39 0.10 22 2.16 0.36 Metal 20.1
WRF-330T-16170 1.2~4.5 1.5V 3200 0.030 2700 0.12 3.5 0.34 0.097 21 2.06 0.56 Metal 20.1
WRF-370C-15370 3~12 12V 5600 0.025 4800 0.16 24 2.35 1.18 186 18.2 1.06 Metal 30.8
WRF-370C-12560 4~12 12V 3700 0.018 3000 0.09 20 1.96 0.62 125 12.3 0.46 Metal 30.8

9V 4200 0.025 3600 0.11 15 1.47 0.55 112 11.0 0.64 Metal 30.8WRF-370C-13350 3~12
12V 5600 0.030 4900 0.14 20 1.96 1.01 150 14.7 0.85 Metal 30.8

WRK-370C-10800 12~30 24V 5100 0.015 4300 0.08 26 2.65 1.15 170 16.7 0.45 Carbon 30.8
WRK-370C-18260 6~18 12V 7900 0.050 5400 0.11 75 7.35 4.15 240 23.5 0.24 Carbon 30.8
WRK-370C-081050 12~30 24V 3900 0.010 3100 0.05 19 1.86 0.60 110 10.8 0.22 Carbon 30.8
WRK-370SD-2863 4.5~9.6 7.2V 16873 0.318 14375 1.858 55.97 548 8.61 378.2 37.06 10.7 Carbon 30.8
WRK-370SD-2967 6~10 9.0V 18826 0.261 16340 1.73 63.8 6.25 11.2 483.2 47.4 11.4 Carbon 30.8
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300CA/300CH/MR086/301PA/310TA/330T

370C/370SD
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