Source Engineering Inc.

YJF82 Shaded Pole Motors

® General Specifications:

Voltage 110V/60Hz, 220V/50Hz
Duty Continuous
Insulation Class E
Direction CwiCCw
Seal Options ABS or Expoksi
Shaft Options Flat, Thread
Lead Options Terminal, Plug
Bearing Options Sleeve, Ball

End Bell Options

Aluminum, Nylon

. Motor Specifications ( ZiE4 )

Y(0z-in) = 0.141612*X(mNm)

o g No Load Rated S Dimensions
MODEL £ 3 =
Pl > | Speed | Current | Speed | Current Torgue Output g A B C
VAC | Hz | RPM A RPM A grem | mN*m w o mm mm mm
YJF82/13-4 1600 | 0.22 | 1300 | 0.26 | 377.3 | 37.0 5.0 ZP 81 13 51
YJF82/20-4 220 | 50 1600 | 0.26 | 1300 0.3 7444 | 73.0 9.9 ZP 88 20 51
YJF82/25-4 1600 04 1350 | 045 | 1152 | 113 16.0 ZP 97 25 55
YJF82/32-4 1600 | 048 | 1350 | 053 | 1443 | 142 20.0 118 32 69
. Motor Dimensions ( AAFERH )
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